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Home-Based Child Care Lead Safety Project 
 

Criteria for Acceptance onto Contractor List 
 

Draft: September 9, 2003 
 
 
All Contractors Must: 
 
1. Complete the Contractor Application Form and Addendum, and provide the requested 

supporting documentation unless valid and current documents are already on file with 
Neighborhood Housing Services of Rochester, Inc. (NHS). 

 
2. Submit Notices of Completion for all workers and supervisors who have taken and passed 

approved lead-safe work practices training courses. 
 
3. If a licensed lead abatement contractor, submit current and valid Lead Abatement Worker 

and Lead Abatement Supervisor certificates and licenses for all such workers and 
supervisors, and the firm’s current and valid license as a lead abatement contractor. 

 
4. Have a proven track record of quality performance of lead abatement or renovation, 

remodeling and rehabilitation projects.  References are required for a minimum of three (3) 
previous projects.  If the Contractor has done 3 or more projects for NHS in the past 3 years 
and has had satisfactory performance on its last 3 consecutive projects, no new references 
will be required.  

 
5. Comply and abide with Section 3, MBE, WBE and EEO policies and requirements of the 

City of Rochester, the State of New York and the Federal government. 
 
6. Submit policy documents and/or other written evidence, including “additional insured” 

endorsements and certificates of insurance, that contractor carries the following  insurance 
for all projects awarded: 

 
• General Liability written on an “occurrence” basis with no sunset clause ($300,000 

per occurrence/$300,000 aggregate). 
• Worker’s Compensation. 
• National Center for Healthy Housing, The Enterprise Foundation, Home 

Headquarters and/or Neighborhood Housing Services of Rochester must be named as 
certificate holders and “additional insureds” on all such policies. 

 
7. Keep all required insurance policies current and mail policy renewal certificates and/or 

declaration pages to National Center for Healthy Housing, The Enterprise Foundation, and 
Neighborhood Housing Services of Rochester. 

 
8. Provide a Business Certificate.  If incorporated, submit copies of papers pertaining to 

incorporation. 
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9. Pay an $80.00 fee each time there is a failed dust wipe sample at a job site.  This fee covers 

the cost of re-testing and laboratory analysis.   
 
10. Consistently perform quality work in accordance with the Home-Based Child Care Lead 

Safety Program Pre-Bid Specifications.  Additionally, all work is to be performed according 
to local codes and the contractor is responsible for obtaining all necessary permits if and 
when required by the contract. 

 
11. Remain current and informed regarding Federal and State requirements and guidelines 

regarding lead-based paint hazard reduction. 
 
12. Warranty all work for a period of one (1) year from the date of the final inspection, unless 

otherwise required by law.  During this one (1) year warranty period, the contractor must be 
willing to investigate homeowner complaints regarding items that were completed during the 
project.  Any responses to complaints must be made in a timely manner. 

 
13. Adhere to all requirements and terms of the contract, including the start and finish dates.  All 

anticipated delays, including their legitimacy, shall be approved or denied in advance by the 
Program Manager.  There is a $200 per day penalty for violation of the completion dates as 
stated on the Proceed Order unless otherwise approved by the Program Manager.  All project 
delays due to weather, material delivery or other factors must be approved by special 
permission from the Program Manager. 

 
14. Clear all jobs within two weeks to reduce the risk of existing lead hazards at the job sites, 

unless a different time period has been agreed to in writing by the Program Manager.  A 
contractor will not be eligible to bid on new job projects if that contractor has three (3) or 
more projects that have not been completed according to the Program Manager.  

 
As an incentive, the if the contractor completes the work prior to the agreed upon scheduled 
finish date and the unit passes a clearance inspection, the Program will pay the contractor 
$200.00 per day starting on the day immediately after receipt of  notice of  successful 
clearance and up to and including the original project finish date. 

 
15. Begin all jobs within a month of the loan closing with the homeowner.  The Program 

Manager must grant any variation or delays in the start date. 
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Home-Based Child Care Lead Safety Project 
 

Contractor Application 
 

Draft: September 9, 2003 
 
 
(Please print or type) 
 
Company Name: _______________________________________________________________ 
 
Street Address: _________________________________________________________________ 
 
City: _________________________  State: __________ Zip Code: _______________ 
 
Business Phone: ________________ Cell Phone: ________________ Pager: ________________ 
 
Owner’s Name: ________________________________________________________________ 
 
Social Security #: _______________  Federal Tax ID #: _______________ 
 
Owner’s Residence (if different than company address): ________________________________ 
 
 
 
1. Please list the names and addresses of at least three (3) property owners for which your 

firm has completed renovation, remodeling or rehabilitation work, or lead hazard control 
work within the last three (3) years: 

 
Name of property owner(s): _________________________________________________ 
 
Address: ________________________________________________________________ 
 
Telephone #: _____________________ 
 
Name of property owner(s): _________________________________________________ 
 
Address: ________________________________________________________________ 
 
Telephone #: _____________________ 
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Name of property owner(s): _________________________________________________ 
 
Address: ________________________________________________________________ 
 
Telephone #: _____________________ 
 
 
Name of property owner(s): _________________________________________________ 
 
Address: ________________________________________________________________ 
 
Telephone #: _____________________ 
 
 

 
I/We certify that all information contained in this application is true and correct to the best of 
my/our knowledge: 
 
Signature of Owner: ________________________________________ Date: _____________ 
 
 
Signature of Owner: ________________________________________ Date: _____________ 
 
 
Signature of Owner: ________________________________________ Date: _____________ 
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Home-Based Child Care Lead Safety Project 
 

Contractor Application Addendum 
 

Draft: September 9, 2003 
 
 
General Background: 
 
 
A. Current President or Chief Executive Officer: ___________________________________ 
 
B. Name and Address of current affiliated companies, if any (parent, subsidiary, divisions): 
 
 ________________________________________________________________________ 
 
 ________________________________________________________________________ 
 
Financial Status: 
 
A. The National Center for Healthy Housing, The Enterprise Foundation,  and 

Neighborhood Housing Services of Rochester reserve the right to request financial status 
information on a case-by-case basis. 

 
B. Bankruptcies: 
 

1. Has the contractor or any of its parents, subsidiaries or divisions ever had a 
Bankruptcy Petition filed in its name voluntarily or involuntarily? (yes/no): _____ 
If “yes,” specify the dates, circumstances and final resolution. 

 
  __________________________________________________________________ 
 
  __________________________________________________________________ 
 
  __________________________________________________________________ 
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C. Loans: 
 

1. Is the contractor currently in default on any loan agreement or financing 
agreement with any bank, financial institution or other entity? (yes/no): ________ 
If “yes,” specify the dates, details and prospects for resolution. 

 
  __________________________________________________________________ 
 
  __________________________________________________________________ 
 
  __________________________________________________________________ 
 
Proposed Project Personnel: 
 
A. Proposed Project Manager: 
 

1. List the name, qualifications and background of your proposed project manager 
for this project.  Include the names and addresses of the companies he/she has 
been affiliated with in the last five (5) years.  Attach resume if available. 

 
_________________________________________________________________ 

 
  _________________________________________________________________ 
 
  _________________________________________________________________ 
 
B. Proposed Project Superintendent: 
 

1. List the name, qualifications and background of your proposed project 
superintendent, if different that the project manager, for this project.  Include the 
names and addresses of the companies he/she has been affiliated with in the last 
five (5) years.  Attach resume if available. 

 
________________________________________________________________ 

 
  ________________________________________________________________ 
 
  ________________________________________________________________ 
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References: 
 
A. Banks: 
 
 1. Bank #1: 
 
  Name: __________________________________________________________ 
 
  Address: ________________________________________________________ 
 
  City/State/Zip: ___________________________________________________ 
 
  Contact: ________________________________________________________ 
 
  Phone #: ________________________________________________________ 
 
2. Bank #2: 
 
  Name: __________________________________________________________ 
 
  Address: ________________________________________________________ 
 
  City/State/Zip: ___________________________________________________ 
 
  Contact: ________________________________________________________ 
 
  Phone #: ________________________________________________________ 
 
C.  Comments 
 
Please list any additional information that you believe would assist the property owner in 
evaluating the possibility of using the contractor on this project. 
 
 
______________________________________________________________________________ 
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Home-Based Child Care Lead Safety Project 
 

Pre-Bid Specifications 
 

Draft: August 9, 2003 
 

 
Category 1  General Requirements 
 
Spec Title: LEAD-SPECIFIC LAWS, RULES, REGULATIONS AND 

GUIDELINES  
Spec Number:  1-01 
Spec Description: The execution of this work shall comply with all applicable federal, state, 

and local laws, rules, regulations and guidelines for lead hazard reduction.  
These include but are not limited to:  OSHA 29 CFR 1926 – Construction 
Industry Standards; 29 CFR 1926.62 – Construction Industry Lead 
Standard; 29 CFR 1910.1200 – Hazard Communication Standard; 40 CFR 
Part 745 – EPA Regulations; 24 CFR Part 35 – HUD Regulation on Lead-
Based Paint Hazards in Federally Owned Housing and Housing Receiving 
Federal Assistance; and HUD Guidelines for the Evaluation and Control 
of Lead-Based Paint Hazards in Housing. 

 
Spec Title:  PROHIBITED PAINT REMOVAL METHODS 
Spec Number:  1-02 
Spec Description: The following paint removal methods are prohibited: 

• Open flame burning or torching; 
• Machine sanding or grinding without a HEPA local exhaust control; 
• Abrasive blasting or sandblasting without a HEPA local exhaust 

control; 
• Use of heat guns operating above 1,100ºF or charring the paint; 
• Dry sanding or dry scraping, except dry scraping in conjunction with 

heat guns operating below 1,100ºF or within one (1) foot of electrical 
outlets, or when treating defective paint spots totaling no more than 
two (2) square feet in any one interior room or space, or totaling no 
more than 20 square feet on exterior surfaces; and 

• Paint stripping in a poorly ventilated space using a volatile stripper 
that is a hazardous substance in accordance with regulations of the 
Consumer Product Safety Commission and/or a hazards chemical in 
accordance with the Occupational Safety and Health Administration. 
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Spec Title: HISTORIC STRUCTURES AND HISTORIC PRESERVATION 
REQUIREMENTS 

Spec Number: 1-03 
Spec Description: This structure must be addressed in strict conformance to the “Guidelines 

for Rehabilitating Historic Buildings.”  Lead hazard reduction measures 
that disturb, replace or enclose historic features are not permitted, unless 
the appropriate historic preservation office or commission has granted a 
specific waiver or other approval. 

 
Spec Title:  CLEARANCE EXAMINATION BEFORE FINAL ACCEPTANCE 
Spec Number:  1-04 
Spec Description: Prior to final acceptance of the lead hazard reduction work and all other 

remodeling, renovation or rehabilitation work, the unit shall be visually 
inspected for any remaining paint chips, dust and debris and lead dust 
wipe samples shall be obtained from floors, window sills and window 
troughs.  The contractor shall re-clean all applicable components and 
surfaces and pay for all additional clearance dust wipe samples if any dust 
sample results exceed the thresholds of 40µg/ft2 for floors, 250 µg/ft2 for 
window sills and 400 µg/ft2 for window troughs. 

 
Spec Title:  WORKER PROTECTION 
Spec Number:  1-04 
Spec Description: Persons carrying out lead hazard reduction activities must comply with all 

applicable federal, state, local laws and regulations related to safety in the 
workplace, including the respiratory protection requirements found in the 
OSHA Lead In Construction Standard (29 CFR 1926.62). 

 
Spec Title:  PROHIBITED WORKER ACTIVITIES 
Spec Number:  1-05 
Spec Description: To minimize the potential for worker exposure to lead dust, the following 

activities are prohibited in any lead hazard reduction work area or space: 
• Eating; 
• Drinking; 
• Chewing gum or tobacco; 
• Smoking; and 
• Applying cosmetics. 
Post an OSHA compliance notice to workers as follows:  “Warning – Lead 
Work Area – Poison – No Smoking or Eating.” 
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Spec Title:  WORKER PROTECTIVE CLOTHING 
Spec Number:  1-06 
Spec Description: Each worker shall be provided with disposable, hooded and footed 

coveralls during demolition, surface preparation, and paint removal 
activities.  Impervious rubber boots, gloves, face shield, and chemical-
resistant coveralls must be provided when dangerous paint stripping 
chemicals are used. 

 
Spec Title: WORKER TRAINING REQUIREMENTS – INTERIM CONTROLS 

AND STANDARD TREATMENTS 
Spec Number:  1-07 
Spec Description: All persons conducting “interim controls” and/or “standard treatments” 

lead hazard reduction activities must either be supervised by a trained and 
certified lead abatement supervisor or provide proof of completion of a 
HUD-approved worker training course in lead hazard awareness, self 
protection and safe work practices prior to commencement of work. 

 
Spec Title: WORKER AND SUPERVISOR TRAINING AND CERTIFICATION 

REQUIREMENTS – ABATEMENT 
Spec Number: 1-08 
Spec Description: All workers conducting “abatement” lead hazard reduction activities must 

be trained and certified as lead abatement workers and provide proof of 
valid EPA-approved licenses or certificates.  All persons acting as 
supervisors during “abatement” lead hazard reduction activities must be 
trained and certified as lead abatement supervisors and provide proof of 
valid EPA-approved licenses or certificates. 

 
Spec Title:  GROUND FAULT CIRCUIT INTERRUPTOR REQUIRED 
Spec Number:  1-09 
Spec Description: Due to the requirement to work “wet” during lead hazard reduction 

activities, all electric circuits and extension cords in use must be protected 
by GFCI with integral test buttons. 

 
Spec Title:  WORKER RESPIRATORS 
Spec Number:  1-10 
Spec Description: All employees engaging in lead hazard reduction activities shall be fit 

tested and provided with personal half-face respirators and filters as 
appropriate to task under a respirator program in accordance with 29 CFR 
1910.134 and 29 CFR 1926.62. 
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Spec Title:  LEAD EXPOSURE MONITORING  
Spec Number:  1-11 
Spec Description: Whenever Class I Tasks (e.g., manual demolition, manual scraping or 

sanding, using heat guns operating below 1,100ºF or power tools with a 
HEPA local exhaust control) are specified, the contractor must provide 
full worker protection or exposure monitoring data.  Contractors shall hire 
an outside firm to perform a determination of worker exposures using 
personal air sampling at a nominal flow rate of 2 liters per minute and a 
sampling train consisting of a 0.8u pore size filter housed in a closed-face 
37mm cassette.  Alternately, contractors may use data from previous jobs 
that are similar in objective data, as specified in the OSHA standard, to 
establish the personal protective equipment requirement. 

 
 
Category 2 Worksite Preparation, Daily Cleaning, Final Cleaning and Waste 

Disposal 
 
Spec Title:  SECURE SITE 
Spec Number:  2-01 
Spec Description: After the temporary relocation of the occupants, the contractor shall 

assume responsibility for securing the site against theft, vandalism, fire 
and other dangers.   

Unit of Measure: DY 
Your Unit Cost: $__________ 
 
Spec Title: COVER AND PROTECT OCCUPANT FURNITURE AND 

BELONGINGS 
Spec Number:  2-02 
Spec Description: After the dwelling unit owner and/or occupants pack and remove all 

valuable and breakable items, the contractor shall cover any remaining 
furnishings, decorations and personal belongings with at least a single 
layer of 4-mil polyethylene sheeting and secure to surrounding walls and 
floor with 2” duct tape until all work has been completed and a clearance 
examination has been performed and final clearance has been achieved. 

Unit of Measure: RM 
Your Unit Cost: $__________ 
 
Spec Title:  MINI INTERIOR CONTAINMENT 
Spec Number:  2-03 
Spec Description: Construct a dust-tight space surrounding the work area or room with at 

least 4-mil polyethylene sheeting and 2” duct tape.  HEPA vacuum all 
visible work and containment surfaces after work is completed.  Create a 
5’ x 6’ walk-off mat at the work site exit with 2 layers of at least 4-mil 
polyethylene sheeting.  

Unit of Measure: EA 
Your Unit Cost: $__________ 
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Spec Title:  SET UP INTERIOR CONTAINMENT 
Spec Number:  2-04 
Spec Description: Make applicable notifications to state or local agencies, post job site 

signage and secure lead hazard reduction sites.  Pre-clean floors, window 
sills, window troughs and other areas of dust build-up with a HEPA 
vacuum.  Seal all floors with two continuous layers of at least 4 mil 
polyethylene sheeting taped to baseboard and 4’ beyond door openings 
with 2” wide, easy release masking tape.  Close and seal HVAC registers 
with at least 4-mil polyethylene sheeting.  Wrap all built-in furniture, 
cabinetry and fixed appliances with at least 4-mil polyethylene sheeting 
and tape with 2” duct tape to create an airtight seal. 

Unit of Measure: RM 
Your Unit Cost: $__________ 
 
Spec Title:  EXTERIOR VERTICAL CONTAINMENT 
Spec Number:  2-05 
Spec Description: After installation of appropriate exterior ground containment, hang a 

disposable reinforced plastic sheet from 3’ above the highest proposed 
workstation on metal tube scaffolding secured to withstand a 40 mph wind 
gust.  Maintain containment until final clearance has been achieved.  
Create an outer barrier of flags or plastic tape 3’ on center, 20’ from work 
site.  Close and lock all windows and doors from the interior on the work 
site elevation.  Remove and replace daily. 

Unit of Measure: EL 
Your Unit Cost: $__________ 
 
Spec Title:  EXTERIOR GROUND CONTAINMENT 
Spec Number:  2-06 
Spec Description: Attach two layers of 12’ wide at least 4 mil polyethylene sheeting to the 

building perimeter with staples or furring strips extending 10’ past the 
work area.  Construct a worksite perimeter curb of 4” x 4” timbers 
wrapped under the containment.  Create an outer barrier of flags or plastic 
tape 3’ on center, 20’ from work site.  Close and lock all windows and 
doors from the interior on the work site elevation.  Remove and replace 
daily. 

Unit of Measure: DA 
Your Unit Cost: $__________ 
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Spec Title:  DAILY CLEAN-UP 
Spec Number:  2-07 
Spec Description: At the end of each work shift, as appropriate, wet mist and wrap all large 

debris in at least 4-mil polyethylene sheeting and remove to the designated 
storage area.  Wet mist small debris and sweep to 6 mil plastic garbage 
bags, goose neck and tape shut.  Mist and fold interior and exterior ground 
containment polyethylene sheeting prior to storage or disposal.  Place in 6 
mil plastic garbage bags, gooseneck and tape shut with 2” duct tape. 

Unit of Measure: DU 
Your Unit Cost: $__________ 
 
Spec Title:  FINAL CLEANING – THREE STEP PROCESS 
Spec Number:  2-08 
Spec Description: After completion of all lead hazard reduction activities, wet mist, fold 

inward, tape shut with 2” duct tape and remove all containment 
polyethylene sheeting, with floors last.  Placing such sheeting in 6 mil 
plastic garbage bags, goose neck and then tape shut with 2” duct tape.  
HEPA vacuum all visible surfaces including walls, floors and ceilings 
from the top down.  Detergent scrub and/or mop all horizontal surfaces in 
small sections using a 3-bucket system, changing rinse water every 250 
SF.  Completely rinse with clean water and new equipment.  After 
surfaces are dry, HEPA vacuum all visible surfaces except the ceiling. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
 
Spec Title:  LEAD WASTE DISPOSAL 
Spec Number:  2-09 
Spec Description: Wet mist and wrap all architectural components in at least 4-mil 

polyethylene sheeting to prevent dust release during transport.  Separate 
Category I lead waste (paint chips, stripping sludge, HEPA debris and 
water filtrate), if so required by state and/or local authorities, and non-
hazardous waste.  Ensure that all waste, both hazardous and non-
hazardous, is managed in accordance with state or local regulations.  The 
contractor and the owner are jointly responsible for ensuring that any lead 
waste classified as hazardous, if applicable, is transported, manifested and 
delivered by licensed transporters to licensed treatment, storage and 
disposal facilities. 

Unit of Measure: DU 
Your Unit Cost: $__________ 
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Spec Title:  SOLID WASTE DISPOSAL – HAZMAT 
Spec Number:  2-10 
Spec Description: Dispose of all Category I lead waste (paint chips, stripping sludge, HEPA 

debris and water filtrate) in compliance with state or local regulations.  
Store and secure waste in 6 mil bags or 55-gallon drums marked “Contains 
Lead – Systemic Poison.”  Provide owner with a completed manifest 
verifying final waste disposition by a licensed hazardous material waste 
hauler.  The contractor and the owner are jointly responsible for ensuring 
that any waste classified as hazardous is transported, manifested and 
delivered by licensed transporters to licensed treatment, storage and 
disposal facilities. 

Unit of Measure: CY 
Your Unit Cost: $__________ 
 
 
Category 3. Wall and Ceiling Treatments 
 
Spec Title:  STABILIZATION – LIMITED SURFACE AREA 
Spec Number:  3-01 
Spec Description: After establishing any required floor containment with at least 4 mil 

polyethylene sheeting, mist defective paint with water to the point of 
saturation without dripping on floor.  Aggressively scrape all loose paint, 
wallpaper and plaster with a draw scraper.  Feather edges with a wet 100-
grit sponge sanding block.  Detergent wash, rinse and allow to dry.  HEPA 
vacuum all visible paint chips, dust and debris.  Spot prime and apply an 
acrylic latex topcoat per manufacturer’s instructions in the same color as 
the original. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
 
Spec Title:  STABILIZE WALL AND TRIM 
Spec Number:  3-02 
Spec Description: After establishing any required floor containment with at least 4 mil 

polyethylene sheeting, mist defective paint with water to the point of 
saturation without dripping on floor.  Aggressively scrape all loose paint, 
wallpaper and plaster with a draw scraper.  Feather edges with a wet 100-
grit sponge-sanding block.  Detergent wash, rinse, allow to dry and HEPA 
vacuum all visible paint chips, dust and debris.  Spot prime and apply an 
acrylic latex topcoat per manufacturer’s instructions in the same color as 
the original. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
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Spec Title:  STABILIZE CEILING 
Spec Number:  3-03 
Spec Description: After establishing any required floor containment with at least 4 mil 

polyethylene sheeting, mist defective paint with water to the point of 
saturation without dripping on the floor.  Aggressively scrape all loose 
paint, wallpaper and plaster with a draw scraper.  Feather edges with a wet 
100-grit sponge sanding block.  Detergent wash, rinse, allow to dry and 
HEPA vacuum all visible paint chips, dust and debris.  Spot prime and 
apply an acrylic latex topcoat per manufacturer’s instructions in the same 
color as the original. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
 
Spec Title:  LAMINATE WITH 3/8” GREENBOARD 
Spec Number:  3-04 
Spec Description: After establishing any required floor containment with at least 4 mil 

polyethylene sheeting, mark “Lead Paint” at 4’ intervals on old substrate 
surfaces to be enclosed.  Hang, tape and skim coat plaster finish 3/8” 
greenboard over surface using screws 8” on center.  Remove/reinstall all 
electrical components as required.  Seal all penetrations with siliconized 
acrylic caulk.  Prime and apply an alkyd enamel topcoat per 
manufacturer’s instructions in the same color as original.  HEPA vacuum 
any visible paint chips, dust and debris. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
 
Spec Title:  LAMINATE WITH 3/8” GYPSUM BOARD 
Spec Number:  3-05 
Spec Description: After establishing any required floor containment with at least 4 mil 

polyethylene sheeting, wet mist, remove, wrap in at least 4-mil 
polyethylene sheeting and dispose of lead-painted ranch or ogee base 
molding.  Mark “Lead Paint” at 4’ intervals on old substrate surfaces to be 
enclosed.  Hang, tape and 3-coat finish 3/8” gypsum board over surface 
using screws 8” on center and 1/4” adhesive beads 16” on center.  Run 
gypsum board horizontally.  Seal all penetrations and butt seams at door 
and window casing and base molding with siliconized acrylic caulk.  
Install 3/8” ogee at baseboard.  Prime with gypsum primer and apply an 
acrylic latex topcoat per manufacturer’s instructions in the same color as 
original.  HEPA vacuum any visible paint chips, dust and debris. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
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Spec Title:  LAMINATE WITH 1/2” GYPSUM BOARD 
Spec Number:  3-06 
Spec Description: After establishing any required floor containment with at least 4 mil 

polyethylene sheeting, wet mist, remove, wrap in at least 4-mil 
polyethylene sheeting and dispose of lead-painted ranch or ogee base 
molding.  Mark “Lead Paint” at 4’ intervals on old substrate surfaces to be 
enclosed.  Hang, tape and 3-coat finish 1/2” gypsum board over surface 
using screws 8” on center and adhesive beads 16” on center.    Run 
gypsum board horizontally.  Seal all penetrations and butt seams at door 
and window casing and base molding with siliconized acrylic caulk.  
Install 3/8” ogee at baseboard.  Prime with gypsum primer and apply an 
acrylic latex topcoat per manufacturer’s instructions in the same color as 
original.  HEPA vacuum any visible paint chips, dust and debris. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
 
Spec Title:  INSTALL CEILING TILES – FIBERGLASS 
Spec Number:  3-07 
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, mist defective paint and wallpaper with water to 
the point of saturation without dripping on the floor.  Wet scrape to 
remove all loose and peeling paint, wallpaper and plaster.  Mark “Lead 
Paint” at 4’ intervals on old substrate surfaces to be enclosed.  Install a 2’ 
x 2’ T-bar suspended ceiling grid with main runners perpendicular to 
ceiling joists with hanger screws at least 24” on center.  Install a 5/8” 
vinyl-faced fiberglass drop-in tile.  HEPA vacuum any visible paint chips, 
dust and debris. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
 
Spec Title:  INSTALL CEILING TILES – GYPSUM 
Spec Number:  3-08 
Spec Description: After establishing any required floor containment with at least 4 mil 

polyethylene sheeting, mist defective paint and wallpaper to the point of 
saturation without dripping on the floor.  Wet scrape to remove all loose 
and peeling paint, wallpaper and plaster.  Mark “Lead Paint” at 4’ 
intervals on old substrate surfaces to be enclosed.  Install a 2’ x 2’ T-bar 
suspended ceiling grid with main runners perpendicular to ceiling joists 
with hanger screws at least 24” on center.  Install a 1/2”, type X, gypsum 
ceiling tile.  HEPA vacuum any visible paint chips, dust and debris. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
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Spec Title: ENCLOSE CEILING – FUR, HANG AND FINISH 1/2”GYPSUM 
BOARD 

Spec Number:  3-09 
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, level surface with 1” x 3” wood or metal furring 
strips 16” on center.  Hang, tape and 3-coat finish, 1/2” gypsum boards 
using adhesive beads and screws 8” on center after clearly marking “Lead 
Paint” every 4’ on old substrate surfaces to be enclosed.  Extend or 
remount light fixtures with siliconized acrylic or polyurethane foam 
sealant.  Prime and apply an acrylic latex topcoat per manufacturer’s 
instructions in the original color.  HEPA vacuum any visible paint chips, 
dust and debris. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
 
 
Category 4  Floor Treatments 
 
Spec Title:  VINYL TILE REPAIR 
Spec Number:  4-01 
Spec Description: Remove all damaged floor tiles and clean adhesive from the floor deck.  

Install replacement tiles using manufacturer’s adhesive and specifications 
to create a cleanable surface.  Match existing tile, size, color and style as 
closely as possible.  HEPA vacuum any visible paint chips, dust and 
debris. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
 
Spec Title:  DISPOSE OF CARPET 
Spec Number:  4-02 
Spec Description: After occupants remove breakable personal items, move furniture.  Wet 

mist carpet with a detergent solution.  Cut carpet into 6’ x 6’ sections.  
Roll and wrap each carpet section in at least 4 mil polyethylene sheeting 
and remove.  HEPA vacuum and wet mop bare floor. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
 
Spec Title:  STABILIZE FLOOR – ACRYLIC LATEX DECK ENAMEL 
Spec Number:  4-03 
Spec Description: Re-nail all loose floorboards and fill holes.  Wet scrape or wet floor buff 

the entire floor deck, including the closet, with 80 grit, non-woven, 16” 
floor buffer pads.  HEPA vacuum, de-gloss and mop with a detergent 
solution.  Rinse, allow to dry, HEPA vacuum, and tack rag surface.  Apply 
two coats of acrylic latex deck enamel per manufacturer’s specifications. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
 



 19

Spec Title:  STABILIZE FLOOR – POLYURETHANE CLEAR VARNISH 
Spec Number:  4-04 
Spec Description: Re-nail all loose floorboards and fill holes.  Wet scrape or wet floor buff 

the entire floor deck, including the closet, with 80 grit, non-woven, 16” 
floor buffer pads.  HEPA vacuum, de-gloss and mop with a detergent 
solution.  Rinse, allow to dry, HEPA vacuum and tack rag surface.  Apply 
two coats of high gloss polyurethane clear varnish per manufacturer’s 
instructions. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
 
Spec Title:  ENCLOSE UNDERLAYMENT 
Spec Number:  4-05 
Spec Description: Wet mist, remove, wrap in at least 4-mil polyethylene sheeting and 

dispose of any finish flooring and shoe molding.  HEPA vacuum any 
visible paint chips, dust and debris.  Mark underlayment floor “Lead 
Paint” at 4’ intervals on old substrate surfaces to be enclosed.  Screw or 
ring shank nails 8” on center 3/8” or 1/4” to install underlayment grade 
plywood using adhesive.  Replace shoe molding to seal edges.  Apply one 
coat of deck enamel per manufacturer’s instructions. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
 
Spec Title: FLOOR ENCLOSURE – UNDERLAYMENT AND VINYL 

COMPOSITE TILE 
Spec Number:  4-06 
Spec Description: Mark “Lead Paint” at 4’ intervals on old substrate surfaces to be enclosed.  

HEPA vacuum any visible paint chips, dust and debris.  Install 3/8” 
underlayment grade plywood using adhesive and 7d screw shank or 
cement coated nails, 6” on center in all directions.  Lay 12” x 12” x 1/8” 
vinyl composition tile, color group B as made by Armstrong or Azroc per 
manufacturer’s specs.  Install shoe molding around baseboard and metal 
edge strips at openings.  (Owner’s choice of in-stock color/pattern.) 

Unit of Measure: SF 
Your Unit Cost: $__________ 
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Spec Title: FLOOR ENCLOSURE – UNDERLAYMENT AND VINYL SHEET 
GOODS 

Spec Number:  4-07 
Spec Description: Mark “Lead Paint” at 4’ intervals on old substrate surfaces to be enclosed.  

HEPA vacuum any visible paint chips, dust and debris.  Install 5/16” 
underlayment grade plywood, using adhesive and 7d screw shank or 
cement coated nails, 6” in all directions.  Install .07” thick, backed vinyl 
sheet goods with minimum seams, per manufacturer’s recommendations.  
Install metal edge strips in openings, show or vinyl base around perimeter.  
(Owner’s choice of in-stock color/pattern.) 

Unit of Measure: SF 
Your Unit Cost: $__________ 
 
 
Category 5  Stairwell Treatments 
 
Spec Title:  STABILIZE STAIRCASE – POLYURETHANE DECK ENAMEL 
Spec Number:  5-01 
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, mist defective paint with water to the point of 
saturation.  Aggressively wet scrape all deteriorated paint with a draw 
scraper.  Feather edges with a wet 100-grit sponge sanding block.  De-
gloss, rinse, allow to dry and HEPA vacuum any paint chips, dust and 
debris.  Prime and apply a polyurethane deck enamel topcoat per 
manufacturer’s instructions.  

Unit of Measure: RI 
Your Unit Cost: $__________ 
 
Spec Title:  ENCLOSE TREADS AND RISERS – WOOD 
Spec Number:  5-02 
Spec Description: Mark “Lead Paint” at 4’ intervals on old substrate surfaces to be enclosed.  

Chisel nose off treads and apply 5/4” pine stepping stock.  Secure treads 
with a full coat of adhesive and 7d screw shank flooring nails or stainless 
steel finish screws.  Laminate risers with 1/4” BCX plywood back caulked 
and nailed with ring shank brads.  Stain surface walnut and apply 2 coats 
of high gloss urethane.  Wet scrape, detergent wash, rinse and allow 
stringer to dry.  HEPA vacuum any paint chips, dust and debris.  Prime 
and apply an acrylic latex enamel topcoat to the stringers. 

Unit of Measure: EA 
Your Unit Cost: $__________ 



 21

Spec Title:  ENCLOSE TREADS AND RISERS – RUBBER 
Spec Number:  5-03 
Spec Description: Mark “Lead Paint” at 4’ intervals on old substrate surfaces to be enclosed.  

Install rubber stair treads with integral nosing with manufacturer’s 
adhesive.  Laminate risers with matching riser kick guards.  HEPA 
vacuum any paint chips, dust and debris. 

Unit of Measure: EA 
Your Unit Cost: $__________ 
 
 
Spec Title:  RAIL SYSTEM STABILIZATION 
Spec Number:  5-04 
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, mist defective paint with water to the point of 
saturation.  Wet scrape deteriorated surface; feather edges with 100 grit 
wet sanding block; detergent wash and de-gloss remainder of surface; 
rinse; HEPA vacuum any paint chips, dust and debris; and spot prime bare 
substrate.  Apply a single acrylic latex topcoat to entire surface. 

Unit of Measure: LF 
Your Unit Cost: $__________ 
 
 
Category 6  Window Treatments 
 
Spec Title: INSTALL VINYL DOUBLE HUNG, DOUBLE GLAZED, LOW-

ENERGY WINDOW 
Spec Number:  6-01 
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, wet mist, remove, wrap in at least 4-mill 
polyethylene sheeting and dispose of entire window unit and interior trim.  
Detergent wash, rinse, allow to dry and HEPA vacuum any paint chips, 
dust and debris.  Field measure and install a PVC, 1 over 1, double hung, 
double glazed, argon filled window with at least a R-4 rating and 1/2 
screen.  Wrap exterior jamb and sill with .027” aluminum coil stock back 
caulked and nailed 6” on center.  Re-trim opening with 1” x 6” casing, 
apron and pine stool.  Prep for paint, caulk edges and prime new wood.  
Apply an acrylic latex topcoat per manufacturer’s instructions and clean 
glass. 

Unit of Measure: EA 
Your Unit Cost: $__________ 
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Spec Title:  INSTALL VINYL SLIDING, DOUBLE GLAZED, LOW-ENERGY 
WINDOW 

Spec Number:  6-02 
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, wet mist, remove, wrap in at least 4 mil 
polyethylene sheeting and dispose of entire existing wood window.  Mist 
defective paint on remaining components with water to the point of 
saturation without dripping on the floor.  Wet scrape remaining interior 
and exterior casing, stool/sill molding and associated trim.  Wash with 
detergent solution, rinse, allow to dry and HEPA vacuum any paint chips, 
dust and debris.  Prime sill with oil based primer.  Prime and paint all 
scraped areas with acrylic latex topcoat per manufacturer’s instructions 
(color to be selected by owner).  Field measure and install a PVC double 
glazed, argon filled sliding replacement window with at least a R-4 rating 
and screen.  Caulk edges and clean glass. 

Unit of Measure: EA 
Your Unit Cost: $__________ 
 
Spec Title:  INSTALL VINYL BASEMENT WINDOW 
Spec Number:  6-03 
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, wet mist, remove, wrap in at least 4-mil 
polyethylene sheeting and dispose of entire basement window and jamb.  
Detergent wash, rinse, allow to dry and HEPA vacuum any paint chips, 
dust and debris.  Re-frame opening with 2” x 8” casing and install an 
awning or slider type, single glazed vinyl window with a piggyback storm 
window.  Re-trim opening with 1” x 6” casing.  Prep and prime wood, 
caulk and apply acrylic latex topcoat per manufacturer’s instructions. 

Unit of Measure: EA 
Your Unit Cost: $__________ 
 
 
Category 7  Door Treatments 
 
Spec Title:  INTERIOR DOOR – STABILIZE 
Spec Number:  7-01   
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, mist deteriorated paint with water to the point of 
saturation without dripping on the floor.  Wet scrape door, frame and trim 
with curved draw scrapers.  Feather edges with a wet 100 grit sponge 
sanding block.  Detergent wash, rinse, allow to dry and HEPA vacuum 
any paint chips, dust and debris.  Spot prime and apply acrylic latex 
topcoat per manufacturer’s instructions in the same color as the original. 

Unit of Measure: EA 
Your Unit Cost: $__________ 
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Spec Title:  INTERIOR DOOR – STABILIZE, PLANE AND ADJUST  
Spec Number:  7-02 
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, remove door at hinge pins and take to a fully 
contained lead workroom on site.  Place pins in plastic bag on jamb for 
safekeeping.  Plane door edges and adjust the hasp and strike plate to 
minimize door/jamb friction and contact.  Mist deteriorated paint with 
water to the point of saturation without dripping on the floor.  Wet scrape 
door, jamb and trim.  Clean and de-gloss door with detergent wash, rinse, 
dry and HEPA vacuum any paint chips, dust and debris.  Spot prime and 
apply acrylic latex topcoat per manufacturer’s instructions in the same 
color as the original.  Re-install door on hinges. 

Unit of Measure: EA 
Your Unit Cost: $__________ 
 
Spec Title:  INTERIOR DOOR – STRIP PAINT OFF-SITE AND RE-HANG 
Spec Number:  7-03 
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, remove door at hinge pins, mark location at top 
edge and wrap in polyethylene sheeting.  Package stops in at least 4-mil 
polyethylene sheeting and dispose.  Place pins in plastic bag on jamb for 
safekeeping.  Send packaged door to off-site paint stripper.  Strip paint on 
door jamb with a heat gun operating below 1100ºF, or with caustic or 
chemical strippers.  Neutralize all striped components and sand smooth.  
Detergent wash, rinse, allow to dry and HEPA vacuum any paint chips, 
dust and debris.  Prime and apply acrylic latex topcoat per manufacturer’s 
instructions to the door jamb.  Stain and polyurethane door or apply an 
acrylic latex topcoat per manufacturer’s instructions in the same color as 
the original.  Install brass finish lockset.  Re-install door on hinges. 

Unit of Measure: EA 
Your Unit Cost: $__________ 
 
Spec Title:  INTERIOR DOOR – REPLACE WITH 6 PANEL DOOR 
Spec Number:  7-04 
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, wet mist, remove, wrap in at least 4-mil 
polyethylene sheeting and dispose of door unit, stop molding and 
hardware.  Wet scrape jamb and trim.  Wash with detergent solution, rinse, 
allow to dry and HEPA vacuum any paint chips, dust and debris.  Install a 
pine or fir 6 panel 1-3/8” door on two 3” x 3” butt hinges.  Provide brass 
finish lockset.  Spot prime bare wood and apply acrylic latex topcoat as 
per manufacturer’s instructions in the same color as original. 

Unit of Measure: EA 
Your Unit Cost: $__________ 
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Spec Title:  INTERIOR DOOR – REPLACE WITH HOLLOW CORE DOOR 
Spec Number:  7-05 
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, wet mist, remove, wrap in at least 4-mil 
polyethylene sheeting and dispose of door unit, stop molding and 
hardware.  Mist defective paint on remaining jamb and trim with water to 
the point of saturation without dripping on floor.  Wet scrape jamb and 
trim.  Detergent wash, rinse, allow to dry and HEPA vacuum any paint 
chips, dust and debris.  Install a hollow core, flush luaun door in two, 3” x 
3” butt hinges.  Provide brass finish lockset.  Spot prime bare wood and 
apply acrylic latex topcoat as per manufacturer’s instructions in the same 
color as original. 

Unit of Measure: EA 
Your Unit Cost: $__________ 
 
Spec Title: INTERIOR DOOR – REPLACE WITH PRE-HUNG HOLLOW CORE 

DOOR 
Spec Number:  7-06 
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, wet mist, remove, wrap in at least 4-mil 
polyethylene sheeting and dispose of door, jamb and casing.  Detergent 
wash, rinse, allow to dry and HEPA vacuum any paint chips, dust and 
debris.  Install a hollow core, pressed wood pre-hung door including a 
brass finish lockset.  Re-trim opening with 1” x 6” pine.  Spot prime bare 
wood and apply acrylic latex topcoat as per manufacturer’s instructions in 
the same color as original. 

Unit of Measure: EA 
Your Unit Cost: $__________ 
 
Spec Title:  INTERIOR DOOR – REPLACE WITH PRE-HUNG 6 PANEL WOOD  

DOOR 
Spec Number:  7-07 
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, wet mist, remove, wrap in at least 4-mil 
polyethylene sheeting and dispose of door, jamb and casing.  Detergent 
wash, rinse, allow to dry and HEPA vacuum any paint chips, dust and 
debris.  Install a pine or fir, 6 panel, 1-5/8” pre-hung door including a 
brass finish lockset.  Spot prime bare wood and apply acrylic latex topcoat 
as per manufacturer’s instructions in the same color as original. 

Unit of Measure: EA 
Your Unit Cost: $__________ 
 



 25

Spec Title:  EXTERIOR DOOR – STABILIZE AND ADJUST 
Spec Number:  7-08 
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, mist defective paint with water to the point of 
saturation without dripping on floor.  Plane exterior door edges and adjust 
hasp and strike plate to minimize door/jamb friction.  Wet scrape door 
jambs and trim.  Clean and de-gloss with detergent solution.  Rinse to 
neutral and allow to dry.  HEPA vacuum any paint chips, dust and debris.  
Spot prime bare wood and apply acrylic latex topcoat as per 
manufacturer’s instructions in the same color as original. 

Unit of Measure: EA 
Your Unit Cost: $__________ 
 
Spec Title:  EXTERIOR DOOR – REPLACE WITH PANELED WOOD DOOR 
Spec Number:  7-09 
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, wet mist, remove, wrap in at least 4-mil 
polyethylene sheeting and dispose of exterior door.  Detergent wash, rinse, 
allow to dry and HEPA vacuum any paint chips, dust and debris.  Install a 
1-5/8” pine or fir paneled entrance door including spring bronze weather 
striping, peep site, dead bolt and entrance lockset on three 3” x 3” butt 
hinges.  Prime bare wood and apply acrylic latex topcoat as per 
manufacturer’s instructions in the same color as original. 

Unit of Measure: EA 
Your Unit Cost: $__________ 
 
Spec Title:  EXTERIOR DOOR – REPLACE WITH METAL PRE-HUNG DOOR 
Spec Number:  7-10 
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, wet mist, remove, wrap in at least 4-mil 
polyethylene sheeting and dispose of exterior door, frame and casing.  
Detergent wash, rinse, allow to dry and HEPA vacuum any paint chips, 
dust and debris.  Install a pre-hung, insulated, 4 panel, metal skinned door 
including magnetic weather-stripping, interlocking threshold, wide-angle 
peep site, dead bolt and entrance locksets.  Re-trim opening with 1” x 6” 
casing and brick molding.  Prime and prep all wood with acrylic latex 
topcoat per manufacturer’s instructions in the same color as original. 

Unit of Measure: EA 
Your Unit Cost: $__________ 
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Spec Title:  EXTERIOR DOOR  - REPLACE WITH FLUSH PRE-HUNG WOOD 
DOOR 

Spec Number:  7-11 
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, wet mist, remove, wrap in at least 4-mil 
polyethylene sheeting and dispose of door, frame and casing.  Detergent 
wash, rinse, allow to dry and HEPA vacuum any paint chips, dust and 
debris.  Install a pre-hung, flush door including magnetic weather-
stripping, interlocking threshold, wide-angle peep site, dead bolt and 
entrance locksets.  Re-trim opening with 1” x 6” casing and brick molding.  
Prime and prep all wood with acrylic latex topcoat per manufacturer’s 
instructions in the same color as original. 

Unit of Measure: EA 
Your Unit Cost: $__________ 
 
Spec Title:  EXTERIOR DOOR SILL – STRIP 
Spec Number:  7-12 
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, remove paint from sill using wet scraping, heat gun 
operating below 1100º F or chemical or caustic strippers.  Neutralize if 
required.  Detergent wash, rinse, allow to dry and HEPA vacuum any 
paint chips, dust and debris.  Prime bare substrate with alkyd primer.  
Apply a minimum of 1 coat alkyd enamel finish topcoat to as per 
manufacturer’s instructions in the same color as original. 

Unit of Measure: EA 
Your Unit Cost: $__________ 
 
 
Category 8  Trim Treatments 
 
Spec Title:  TRIM PAINT REPAIR 
Spec Number:  8-01 
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, wet mist defective paint with water to the point of 
saturation without dripping on the floor.  Wet scrape deteriorated paint, 
wash with detergent solution, rinse, allow to dry and HEPA vacuum any 
paint chips, dust and debris.  Spot prime and apply acrylic latex topcoat 
per manufacturer’s instructions in the same color as the original. 

Unit of Measure: LF 
Your Unit Cost: $__________ 
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Spec Title:  TRIM – STABILIZE AND PAINT WITH ACRYLIC LATEX PAINT 
Spec Number:  8-02 
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, wet mist defective paint area with water to the 
point of saturation without dripping on the floor.  Lightly scrape all loose 
paint.  Feather edges with a wet 100 grit sponge sanding block saturated 
with a de-glossing agent.  Wash with detergent solution, rinse, allow to 
dry and HEPA vacuum any paint chips, dust and debris.  Spot prime and 
apply acrylic latex topcoat per manufacturer’s instructions in the same 
color as the original. 

Unit of Measure: LF 
Your Unit Cost: $__________ 
 
Spec Title:  TRIM – STRIP PAINT OFF-SITE 
Spec Number:  8-03 
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, wet mist and remove decorative trim by first 
scoring painted seams with a utility knife.  Scribe opening number into 
back of trim.  Remove nails by pulling through the back of trim.  Wrap 
trim in at least 4-mil polyethylene sheeting and send to off-site paint 
stripper.  Detergent wash, rinse, allow to dry and HEPA vacuum any paint 
chips, dust and debris.  After stripping, neutralize surface and fill all holes 
with vinyl spackle.  Back prime with alkyd primer and reinstall on same 
opening.  Prep, prime and apply acrylic latex topcoat per manufacturer’s 
instructions in the same color as the original. 

Unit of Measure: LF 
Your Unit Cost: $__________ 
 
Spec Title:  TRIM – REPLACE WITH NEAREST AVAILABLE/SIMILAR STOCK 
Spec Number:  8-04 
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, wet mist, remove, wrap in at least 4-mil 
polyethylene sheeting and dispose of trim.  Detergent wash, rinse, allow to 
dry and HEPA vacuum any paint chips, dust and debris.  Replace with 
nearest available/similar stock trim components.  Fully prime and apply a 
single acrylic latex topcoat in the same color as the original or a stain and 
polyurethane topcoat per manufacturer’s instructions. 

Unit of Measure: LF 
Your Unit Cost: $__________ 
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Spec Title:  STABILIZE RADIATOR 
Spec Number:  8-05 
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, wet mist defective paint with water to the point of 
saturation without dripping on the floor.  Remove deteriorated paint by 
wet scraping.  Wash with detergent solution, rinse, allow to dry and HEPA 
vacuum any paint chips, dust and debris.  Spot prime bare metal with 
metal primer.  Apply a minimum of 1 coat alkyd enamel or metal paint per 
manufacturer’s instructions in the same color as original. 

Unit of Measure: EA 
Your Unit Cost: $__________ 
 
Spec Title:  STABILIZE FOOTED TUB 
Spec Number:  8-06 
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, mist defective paint with water to the point of 
saturation without dripping on the floor.  Remove deteriorated paint by 
wet scraping.  Wash with detergent solution, rinse, allow to dry and HEPA 
vacuum any paint chips, dust and debris.  Spot prime substrate with 
appropriate primer.  Apply a minimum of 1 coat alkyd enamel or metal 
paint per manufacturer’s instructions in the same color as original. 

Unit of Measure: EA 
Your Unit Cost: $__________ 
 
Spec Title:  STABILIZE CABINET 
Spec Number:  8-07 
Spec Description: After establishing any required floor containment with at least 4-mil 

polyethylene sheeting, mist defective paint with water to the point of 
saturation without dripping on the floor.  Remove deteriorated paint by 
wet scraping.  Feather edges with a wet 100 grit foam sanding block.  
Rework doors and/or drawers and adjust hardware to reduce friction.  
Detergent wash, rinse and allow to dry.  HEPA vacuum all surfaces for 
any paint chips, dust and debris.  Spot prime bare wood with alkyd-based 
primer.  Apply a minimum of 1 coat of enamel finish topcoat per 
manufacturer’s instructions in the same color as original. 

Unit of Measure: LF 
Your Unit Cost: $__________ 
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Spec Title:  REPLACE LEAD-PAINTED MANTLE AND REPAIR WALL 
Spec Number:  8-08 
Spec Description: After establishing any required floor containment with at least 4 mil 

polyethylene sheeting, wet mist, remove, wrap in at least 4-mil 
polyethylene sheeting and dispose of lead-painted mantel.  HEPA vacuum 
any paint chips, dust and debris.  Frame fireplace opening with two-by-
fours.  Laminate wall with 1/2” drywall.  Apply metal corner beads, 3 coat 
finish ready for paint.  Install 6” high baseboard and shoe molding. 

Unit of Measure: EA 
Your Unit Cost: $__________ 
 
 
Category 9  Exterior Treatments 
 
Spec Title:  EXTERIOR PAINT REPAIR  
Spec Number:  9-01 
Spec Description: After establishing any required ground containment at least 10’ out from 

the foundation with at least 4-mil polyethylene sheeting, mist defective 
paint with water to the point of saturation.  Wet scrape to remove loose 
paint.  Detergent wash, rinse, allow to dry and HEPA vacuum any paint 
chips, dust and debris to prepare surface for painting.  Spot prime and 
apply an acrylic latex topcoat per manufacturer’s instructions in the same 
color as the original. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
 
Spec Title:  EXTERIOR PAINT STABILIZATION – LIMITED SURFACE AREA 
Spec Number:  9-02 
Spec Description: After establishing any required ground containment at least 10’ out from 

the foundation with at least 4-mil polyethylene sheeting, mist defective 
paint with water to the point of saturation.  Aggressively wet scrape all 
loose paint.  Feather edges with a wet 100 grit sponge sanding block.  
Wash with detergent solution, rinse and allow to dry.  HEPA vacuum any 
paint chips, dust and debris to prepare surface for painting.  Spot prime 
and apply an acrylic latex topcoat per manufacturer’s instructions in the 
same color as the original. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
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Spec Title:  EXTERIOR – STABILIZE AND APPLY ACRYLIC LATEX PAINT 
Spec Number:  9-03 
Spec Description: After establishing any required ground containment at least 10’ out from 

the foundation with at least 4-mil polyethylene sheeting, mist defective 
paint with water to the point of saturation.  Aggressively wet scrape all 
loose paint, caulking and glazing with curved and flat draw scrapers.  
Feather edges with a wet 100 grit sponge sanding block saturated with de-
glossing agent.  Wash with detergent solution, rinse, allow to dry and 
HEPA vacuum any paint chips, dust and debris to prepare surface for 
painting.  Spot prime and apply acrylic latex topcoat per manufacturer’s 
instructions in the same color as the original. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
 
Spec Title:  EXTERIOR – INSTALL VAPOR BARRIER AND VINYL SIDING 
Spec Number:  9-04 
Spec Description: After establishing any required ground containment at least 10’ out from 

the foundation with at least 4-mil polyethylene sheeting, mark or stencil 
lead-painted siding with “Lead Paint” 4 feet in all directions.  Apply a 
non-woven vapor barrier with taped seams and opening flashing to enclose 
the lead paint or apply rigid or fanfold insulation as a paint barrier and 
substrate for siding materials.  Install ASTM Standard B-3679 vinyl 
siding.  Enclose all lead painted trim with vinyl or aluminum ventilating 
soffit panels, coil stock and field-fabricated trim accessories in accordance 
with manufacturer’s specifications.  Caulk all joints and seams of lead-
painted trim with 20 year white caulk.  HEPA vacuum any visible paint 
chips, dust and debris.  (Owner’s choice of siding pattern, color and 
embossing.) 

Unit of Measure: SF 
Your Unit Cost: $__________ 
 
Spec Title:  EXTERIOR – REPAIR AND PAINT TRIM  
Spec Number:  9-05 
Spec Description: After establishing any required ground containment at least 10’ out form 

the foundation with at least 4-mil polyethylene sheeting, mist defective 
paint with water to the point of saturation.  Wet scrape all defective paint 
areas; wash with detergent solution, rinse and allow to dry.  HEPA 
vacuum all visible paint chips, dust and debris.  Spot prime all bare 
substrate and apply a single acrylic latex topcoat to the surface per 
manufacturer’s instructions in the same color as the original. 

Unit of Measure: LF 
Your Unit Cost: $__________ 
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Spec Title:  EXTERIOR – STABILIZE TRIM 
Spec Number:  9-06 
Spec Description: After establishing any required ground containment at least 10’ out from 

the foundation with at least 4-mil polyethylene sheeting, mist defective 
paint with water to the point of saturation.  Wet scrape all defective paint 
areas and feather edges with a wet 100 grit wet sanding sponge.  Wash 
with detergent solution and de-gloss remainder with mesh pad.  Rinse, 
allow to dry and HEPA vacuum all visible paint chips, dust and debris.  
Spot prime bare substrate, caulk with siliconized latex compound and 
apply single topcoat of acrylic latex paint to the entire surface per 
manufacturer’s instructions in the same color as the original. 

Unit of Measure: LF 
Your Unit Cost: $__________ 
 
Spec Title:  ENCLOSE TRIM – ALUMINUM 
Spec Number:  9-07 
Spec Description: After establishing any required ground containment at least 10’ out from 

the foundation with at least 4-mil polyethylene sheeting, mark “Lead 
Paint” every 10 linear feet.  Enclose trim with .027” white aluminum 
breaker stock with tight joints and accurately fitted connections.  Back 
caulk all seams with 20 year siliconized acrylic caulk and flash head joints 
to create a weathertight seal.  HEPA vacuum all visible paint chips, dust 
and debris. 

Unit of Measure: LF 
Your Unit Cost: $__________ 
 
Spec Title:  ENCLOSE SOFFIT – ALUMINUM 
Spec Number:  9-08 
Spec Description: After establishing any required ground containment at least 10’ out from 

the foundation with at least 4-mil polyethylene sheeting, mark “Lead 
Paint” every 10 linear feet.  Enclose trim with .027” aluminum non-vented 
soffit panels, with color selected by owner.  Back caulk all seams with 
siliconized acrylic caulk to create a weathertight seal.  HEPA vacuum all 
visible paint chips, dust and debris. 

Unit of Measure: LF 
Your Unit Cost: $__________ 
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Spec Title:  PORCH – STABILIZE AND PAINT 
Spec Number:  9-09 
Spec Description: After establishing any required ground containment at least 10’ out from 

the foundation with at least 4-mil polyethylene sheeting, mist defective 
paint with water to the point of saturation.  Wet scrape all paint, caulking 
and glazing.  Wash with detergent solution, rinse, allow to dry and HEPA 
vacuum all surfaces for visible paint chips, dust and debris.  Spot prime 
and apply a minimum of 1 topcoat of floor and deck enamel per 
manufacturer’s instructions. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
 
Spec Title:  ENCLOSE PORCH DECK – TREATED PLYWOOD 
Spec Number:  9-10 
Spec Description: After establishing any required ground containment at least 10’ out from 

the foundation with at least 4-mil polyethylene sheeting, mist defective 
paint with water to point of saturation.  Wet scrape, wash with detergent 
solution, rinse, allow to dry and HEPA vacuum any visible paint chips, 
dust and debris.  Mark “Lead Paint” at 4-foot intervals on lead-painted 
floor.  Apply 1/2”, tongue and groove, BCX marine grade, treated 
plywood with stainless steel screws or screw shank nails, 8” on center and 
adhesive to deck.  Trim edge with preservative treated molding to cover. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
 
Spec Title: ENCLOSE PORCH DECK – TONGUE AND GROOVE STRIP 

FLOORING 
Spec Number:  9-11 
Spec Description: After establishing any required ground containment at least 10’ out from 

the foundation with at least 4-mil polyethylene sheeting, mist defective 
paint with water to point of saturation.  Wet scrape, wash with detergent 
solution, rinse, allow to dry and HEPA vacuum any visible paint chips, 
dust and debris.  Mark “Lead Paint” at 4-foot intervals on lead-painted 
floor.  Staple down 30 lb. roofing felt.  Install 3” or 4” tongue and grove, 
pine or fir strip flooring using screw shank nails or power activated 
staples.  Install ogee molding at vertical walls.  Prime and apply topcoat of 
exterior high gloss deck enamel per manufacturer’s instructions. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
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Spec Title:  ENCLOSE PORCH CEILING – PLYWOOD 
Spec Number:  9-12 
Spec Description: After establishing any required ground containment at least 10’ out from 

the foundation with at least 4-mil polyethylene sheeting, mist defective 
paint with water to point of saturation.  Wet scrape, wash with detergent 
solution, rinse and HEPA vacuum any visible paint chips, dust and debris.  
Mark ceiling “Lead Paint” 4 feet on center.  Apply a 3/8” BCX plywood 
ceiling with 7d screw shank nails, 8” on center and B side exposed.  Trim 
perimeter with 1/4 round and seams with 2” lattice.  Prime and apply 
acrylic latex topcoat per manufacturer’s instructions in the same color as 
original. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
 
Spec Title:  ENCLOSE PORCH CEILING – EXTERIOR GYPSUM BOARD 
Spec Number:  9-13 
Spec Description: After establishing any required ground containment at least 10’ out from 

foundation with at least 4-mil polyethylene sheeting, mist defective paint 
with water to point of saturation.  Wet scrape, wash with detergent 
solution, rinse, allow to dry and HEPA vacuum any visible dust and 
debris.  Mark ceiling “Lead Paint” 4 feet on center.  Apply 1/2” exterior 
gypsum board using adhesive and screw nails.  Tape and finish seams with 
nylon tape.  Trim with 1/4 round.  Prime and apply acrylic latex topcoat 
per manufacturer’s instructions in the same color as original. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
 
Spec Title:  EXTERIOR – REPLACE RAILING SYSTEM 
Spec Number:  9-14 
Spec Description: After establishing any required ground containment at least 10’ out from 

the foundation with at least 4 mil polyethylene sheeting, wet mist, remove, 
package in at least 4-mil polyethylene sheeting and dispose of deteriorated 
lead-painted railing system.  Wash with detergent solution, rinse, allow to 
dry and HEPA vacuum any visible paint chips, dust and debris in 
surrounding area.  Install a 36” high wood railing with 1” x 1” pickets, 3” 
on center supported by preservative treated 4” x 4”.  Prep, prime and apply 
acrylic latex topcoat per manufacturer’s instructions in same color as 
original. 

Unit of Measure: LF 
Your Unit Cost: $__________ 
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Spec Title:  EXTERIOR – REPLACE RAILING WITH BALUSTERS 36” 
Spec Number:  9-15 
Spec Description: After establishing any required ground containment at least 10’ out from 

the foundation with at least 4-mil polyethylene sheeting, wet mist, remove, 
package in at least 4-mil polyethylene sheeting and dispose of deteriorated 
lead-painted railing and balusters.  Wash with detergent solution, rinse, 
allow to dry and HEPA vacuum any visible paint chips, dust and debris in 
surrounding area.  Install a 2” x 4” beaded fir top rail, 2 x 4 fir bottom rail, 
4” x 4” corner and intermediate posts and 1-1/3” fir balusters spaced 6” on 
center with hot-dipped galvanized nails.  Prime and apply acrylic latex 
topcoat per manufacturer’s instructions in the same color as the original or 
apply 2 coats of semi-transparent oil based stain preservative per 
manufacturer’s instructions. 

Unit of Measure: LF 
Your Unit Cost: $__________ 
 
Spec Title:  EXTERIOR – REPLACE 4” x 4” PORCH COLUMN 
Spec Number:  9-16 
Spec Description: After establishing any required ground containment at least 10’ out from 

the foundation with at least 4-mil polyethylene sheeting, wet mist, remove, 
package in at least 4-mil polyethylene sheeting and dispose of lead-painted 
porch column.  Wash with detergent solution, rinse, allow to dry and 
HEPA vacuum any visible paint chips, dust and debris in surrounding 
area.  Install a preservative- treated 4” x 4” replacement column. 

Unit of Measure: EA 
Your Unit Cost: $__________ 
 
Spec Title:  EXTERIOR – REPLACE TURNED PORCH COLUMN 
Spec Number:  9-17 
Spec Description: After establishing any required ground containment at least 10’ out from 

the foundation with at least 4-mil polyethylene sheeting, wet mist, remove, 
package in at least 4-mil polyethylene sheeting and dispose of lead-painted 
column.  Wash with detergent solution, rinse, allow to dry and HEPA 
vacuum any visible paint chips, dust and debris in the surrounding area.  
Install a historically-correct turned column.  Prep, prime and apply an 
acrylic latex topcoat per manufacturer’s instructions in the same color as 
original. 

Unit of Measure: EA 
Your Unit Cost: $__________ 
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Spec Title:  EXTERIOR – REPLACE DECORATIVE PORCH COLUMN 
Spec Number:  9-18 
Spec Description: After establishing any required ground containment at least 10’ out form 

the foundation with at least 4-mil polyethylene sheeting, wet mist, remove, 
package in at least 4-mil polyethylene sheeting and dispose of lead-painted 
column.  Wash with detergent solution, rinse, allow to dry and HEPA 
vacuum any visible paint chips, dust and debris in the surrounding area.  
Install 4” x 6” pressure-treated wood column.  Install 2” pressure-treated 
pine column base and capital.  Install 1” x 4” pine with 1-1/2” moldings 
around base and capital.  Prime and apply acrylic latex topcoat per 
manufacturer’s instructions in the same color as the original. 

Unit of Measure: EA 
Your Unit Cost: $__________ 
 
Spec Title:  EXTERIOR – REPLACE WOODEN LANDING 
Spec Number:  9-19 
Spec Description: After establishing any required ground containment at least 10’ out from 

the foundation with at least 4-mil polyethylene sheeting, wet mist, remove, 
package in at least 4-mil polyethylene sheeting and dispose of lead-painted 
wooden landing.  Wash with detergent solution, rinse, allow to dry and 
HEPA vacuum any visible paint chips, dust and debris in the surrounding 
area.  Construct an entry platform using pressure-treated 4” x 6” support 
posts on 12” x 12” poured footers, 2” x 8” pressure-treated joists 16” on 
center, #1 fir 1” x 4” square edge flooring and 1” x 8” d-select skirting.  
Install a 4” x 4” support posts, 2” x 4” beaded top rail and 2” x 4” bottom 
rail with 1-1/2” square balusters 4” on center along the open staircase and 
landing perimeter. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
 
Spec Title:  EXTERIOR – REPLACE WOODEN STAIR SYSTEM 
Spec Number:  9-20 
Spec Description: After establishing any required ground containment at least 10’ out from 

the foundation with at least 4-mil polyethylene sheeting, wet mist, remove, 
package in at least 4-mil polyethylene sheeting and dispose of lead-painted 
wooden stair system risers, treads, stringers and railing system.  Wash 
with detergent solution, rinse, allow to dry and HEPA vacuum any visible 
paint chips, dust and debris in the surrounding area.  Install 1” x 6” 40 lb. 
pressure-treated stringers, risers and treads.  Install a 32” high pressure-
treated wood railing system with 2” x 2” balusters 5” on center supported 
by pressure-treated 4” x 4”.  Prep, prime and apply an acrylic latex topcoat 
per manufacturer’s instructions in the same color as original. 

Unit of Measure: LF 
Your Unit Cost: $__________ 
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Category 10  Soil Treatments 
 
Spec Title:  BARE SOIL – INSTALL TOPSOIL, SEED AND TACK 
Spec Number:  10-01 
Spec Description: Mow lawn using a bagging mower and dispose of waste.  Scratch bare soil 

area surface with a steel rake and till established bare soil walking paths.  
Install 1” of fresh topsoil evenly over bare soil areas.  Fertilize with starter 
blend and re-seed with K-31 tall fescue.  Mulch with straw and then water.  
Create a 3’ high barrier with string, 1” x 1” stakes and marking tape.  
Water twice a week until 2” stand of grass is established. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
 
Spec Title: BARE SOIL – INSTALL 4” X 4” PERIMETER FRAME, LANDSCAPE 

BARRIER AND 4” OF MULCH AROUND FOUNDATION 
PERIMETER 

Spec Number:  10-02 
Spec Description: Install a 4’ wide, UV resistant, landscape barrier over bare soil with 6” 

landscape staples, 1’ on center, after mowing lawn as low as practical.  
Install 4” x 4” or larger perimeter frame around the bare soil area.  Overfill 
area with at least 4” of pine bark or shredded hardwood mulch. 

Unit of Measure: SF 
Your Unit Cost: $__________ 
 
Spec Title:  BARE SOIL – INSTALL 4” X 4” PERIMETER FRAME, LANDSCAPE 

BARRIER AND 4” OF MULCH AROUND PLAY AREA 
Spec Number:  10-03 
Spec Description: Remove vegetation and level ground at play area.  Install a 4’ wide, UV 

resistant, landscape barrier over bare soil with 6” landscape staples, 1’ on 
center, after mowing lawn as low as practical.  Install 4” x 4” or larger 
perimeter frame around the bare soil area.  Overfill area with at least 4” of 
pine bark or shredded hardwood mulch.  

Unit of Measure: EA 
Your Unit Cost: $__________ 
 


